
WORK DESCRIPTION 

NAME: Denise Wagoner 

1134 Pando Ave 

HOUSING REHABILITATION PROGRAM 
HOUSING DEVELOPMENT DIVISION 

CITY OF COLORADO SPRINGS 

ADDRESS: 

2/2015 

PHONE: 719-640-6775 

I have received and reviewed a copy of this work description and am satisfied that it accurately reflects my 
choices of rehabilitation work for my property. 

Date Owner Date Owner 

CONTRACTOR: 

ADDRESS: 

PHONE: 

HOME MOD NO.: 

If at any time a question or problem arises in regards to any aspect of this job you are obligated to contact 
your rehab specialist. 

The undersigned hereby proposes to furnish all labor and materials required to perform the work described for the  
amount stated below.  This amount includes all state and local taxes, permitting fees and other costs normally payable 
in respect of such work. 
_________________________________ 
Contractor                              Date 



Work Description  

 1 Building Permits: 
 
The work described in these specifications is to be carried out in accordance with all applicable codes 
and ordinances. The contractor must pay for and obtain all required permits prior to the start of 
construction. Contractors and subcontractors are responsible for posting copies of the permits at the 
job-site and for scheduling all required inspections during the course of construction. Contractors or 
subcontractors who fail to obtain required permits, or call for required inspections, may be suspended 
from future bidding.  
 
All drawings required to obtain permits must be included in the Contractor's proposal and must be 
submitted to the Housing Division for review and prior approval. 
 
The Housing Development Division has the right to inspect the work at any time without advance 
notice. 

$___________ 

Group Exterior ¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯ 

 2 Roofing: 
 
Install 30 year fiberglass reinforced asphalt shingle over underlayment per PPRBD and manufacturer. 
Installation to include removal and disposal of all layers of existing roofing, new 2" GSM drip edge at 
perimeter, repair or replacement of all roof jacks as required, repair or replacement of all step and side 
wall flashing as required, and replacement of roof sheathing with plywood, OSB or like material in plane 
with existing if required. Owner to select from standard colors. 
 

$___________ 

 3 Concrete: Flatwork 
Remove driveway concrete. Form up edges, do not used fence as edge. Leave approx 2 feet of planter 
bed along fence. Driveway should be 11 feet feet wide up to and until the house and then widen  to 
include concrete up to foundation, approx 13 feet (use expansion joint material along foundation. Caulk 
this space afterwards with Vulkem or equal. Use  3 inches thick  road base and compact. RS will 
inspect at this point. Slope driveway 2% away from house.  
Form and place 4" reinforced concrete slab . Install 1/2 inch rebar 24 inch grid, and use  fiber mesh in 
mix. Control joints every 10 feet. Broom finish. 
Flatwork to be 4000 psi minimum over 4" compacted fill. 
RS to inspect before rebar is placed for slope approval and again when rebar is in place. 
Return landscape to original condition. No planting required along fence. 
. 
 

$___________ 

 4 Wood Fencing: 
 
Replace perimeter fencing with 6' cedar fencing on metal posts along east property line. Use screw to 
attach pickets. Use cedar rails and pickets. Hold pickets minimum 1 1/2 inches off ground.  

$___________ 

 5 Reslope 
Add  clay- heavy soil along west side of house to carry water away from house. Add clay- heavy soil 
base along NW corner of house to slope away from house. Install clay- heavy soil in gas meter hole. 
On west side of house,  3 inch drop in 5 ft. Raise AC unit as needed. 
Slope and grade planter area along fence to slope to street. install metal edging along fence 
from street to back double gate and keep soil level 2 inches below top edge of metal. 

$___________ 
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Work Description  

 6 Interceptor Drain 
Install shallow drain system on west side of house to daylight according to Soils Engineering Report 
(see attached drawing of detail). RS to be called out to inspect before backfill. 

$___________ 

 7 Foundation vents 
Vents on west side of house need to be sealed off permanently to prevent water infiltration into crawl 
space, fill holes with cement based  material and water proof with appropriate  material. 

$___________ 

 8  Epoxy Injection 
Epoxy inject cracks in foundation wall with injection system requiring drilling ports to inject into any 
cracks greater than 1/16 inch. One company familiar with this project can be contacted at 
719-205-5530 (Wills). 

$___________ 

 9 Gutters and Downspouts 
 Do not do front (South ) side of home. Attention to rear of house to carry water away from foundation 
and on NE  and NW and SW corner use extensions on  downspout to carry water away from 
foundation area. Install additional downspout on NE corner and elbow back towards driveway to deposit 
onto concrete slab. 

$___________ 

 10 Re Grade yard 
Remove material or add material to slope yard on west and east side of property (min 10 feet distance) 
to encourage water to flow away from foundation. this will involve removing landscape timber and patio 
stones from NE side at gate and sloping ground to carry water diagonally to back yard section. Reinstall 
patio stones (recut bottom of gate as needed). provide slope on NE corner of house to slope ground 
around aspens to backyard. 

$___________ 

Group Carpentry ¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯ 

 11 Front Door/Soffit/Fascia Repair 
Replace front door unit with insulated fiberglass, energy star rated, similar style. New hardware, owner 
to select. 
Splice in replacement of fascia on NE corner of home and renail soffit in this area 

$___________ 

Group Painting ¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯¯ 

 12  Painting Exterior Fascia and Soffit and Front Door 
 Apply 2 coats of SW A100 low temp paint or equal. Paint fascia when existing gutter is removed, do 
not cut around new gutters. Include patio framing in rear of house. 

$___________ 

$___________ Total Bid 
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